
1
"

and equally spaced to limit the midordinate distance between the

shall be bent to conform to horizontal alignment if radius is 148'-0"

Expansion joint same dimension as expansion joint in deck or wall.

Increase slotted hole length and splice bar length correspondingly.

1
'
-
2
"

6
'
-
1
•

"

9" 5'-0" Min - 10'-0" Max

1'-0"

5'-0" Min - 10'-0" Max 1'-0" 1'-0"

9" Min

@ 1'-2" Max

2'-0"

Posts shall be vertical.

Railing shall conform to horizontal and vertical alignment. When

railing is placed on a curved horizontal alignment with radius of

148'-0" or less, thread the Š" Ø cable through …" Ø welded

eye rods embedded 4" into the top of the concrete parapet

Š" Ø cable and the curve to 1" maximum. Horizontal angle

or less and may be on 10'-0" chords if radius is over 148'-0"

Horizontal angle shall be continuous over not less than two

expansion joints, electroliers and other rail discontinuities.

intermediate posts, except that a shorter length is permitted at

When rail is on slope, place fabric parallel to slope.
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TS 3 x 2 x ‰
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TS 3 x 2 x ‰

Â …" x 2•" x 10"

‚"

2"5" 1•"

1•" 1•"2"

‚ 4"

POST ANCHORAGE DETAIL

Typ

2
"

Min

1…"

‚"

‚" Ø

@ 1'-2" C-C Max

TS 3 x 2 x ‰

SECTION B-B

SCREWS WITH LOCK WASHERS

@ 1'-2" C-C Max

‚" Ø Hex HEAD SELF-TAPPING

G

„
"
 
C
l
r

SPLICE OR EXPANSION JOINT DETAILEND POST ELEVATION

SECTION A-A SECTION C-C

NOTES:

ELECTROLIER TUBULAR HANDRAILING

ELEVATION

DECK OR WALL JOINTEND POST
TYPICAL SECTION

1"

1
"

6" 6"

= • TUBE POST

= • PARAPET

C
l
r

•
"

8
"

1
'
-
2
"

2-#4 x 1'-0"
4"

5"

8"

8
"

#4

2-#4 x 2'-6"

MORTAR

FILL WITH

CHAIN LINK RAILING TYPE 7

EXCEPT AS NOTED

CONCRETE BARRIER

TYPE H CURB SHOWN

(TO BE USED UNLESS

OTHERWISE SHOWN ON PLANS)

LENGTH FOR PAYMENT OF CHAIN LINK RAILING TYPE 7

6'-0" WIDE, CHAIN LINK FABRIC

TOP AND BOTTOM.

END POSTS, AND POSTS ADJACENT TO

ELECTROLIER OPENINGS OR DECK OR

WALL JOINTS WITH STUD SOCKET

ASSEMBLY OR •" Ø WELDED EYE

BOLT AND CRIMPED SLEEVE CLAMP.

EACH ANCHORAGE.

"POST ANCHORAGE DETAIL"

SEE EYEBOLT

FABRIC CONTINUOUS AT EXPANSION

JOINTS AND ELECTROLIERS

PROVIDE OPENING IN

MESH AS REQUIRED

0.177" Ø TENSION WIRE IN

PANEL  ACROSS EXPANSION JOINT

0.148" Ø STEEL WIRE TIES

@ 1'-0" TO TENSION WIRE

AND CABLE

ANCHOR Š" Ø Galv CABLE AT

PROVIDE 1•" Min TAKEUP AT

SEE SPLICE OR Exp Jt DETAIL

(Typ ALL POSTS)

• ELECTROLIER

BULGE FABRIC AT

ELECTROLIER OPENING

SECURE FABRIC TO

INTERMEDIATE POSTS

HEAD SELF-TAPPING

SCREWS WITH Â ‰" x

ƒ" x 1ƒ" WASHER

OVER END POST

LENGTH FOR PAYMENT OF TUBULAR

SHEET FOR DETAILS.

THROUGH …" Ø HOLES IN

INTERMEDIATE POSTS.

ELECTROLIER

ANCHOR BOLTS

OMIT CHAMFER

AT ELECTROLIER

WITH ‚" Ø Hex

Š" Ø Galv CABLE THREADED

L3• x 2• x ‚

WITH PLAIN WASHER

‰" CAP Â

†" x 1‚" SLOTTED

HOLE IN ANGLE

TACK WELD …" Ø

OR DRILL AND TAP

HOLE IN CAP Â
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N
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F
A

B
R
I
C

6
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"
 

W
I

D
E

TWO LEGS

OF ANGLE

CONNECTION DETAILS

SIMILAR TO SECTION A-A

AND Hex NUT @ 1'-6" Max

PLAIN WASHERS, LOCK WASHER

Â ‰" x 1•" x 1•" WASHER,

MACHINE SCREWS WITH

‚" Ø ROUND HEAD

L4 x 3 x ‚

Hex NUT TO CAP L,

POST

Galv TENSION

ROD

L3• x 2• x ‚

‚" Ø Hex HEAD

SELF-TAPPING SCREWS

WITH LOCK WASHERS

• POST POCKET

…" Ø HOLE FOR

Š" Ø CABLE

TOTAL  2

4" x 5" x 9" OR

5" Ø 9" POST POCKET

WITH 2 PLAIN WASHERS,

NUT FINGER TIGHT,

PEEN THREADS

…" x 2•" x 10ƒ" SPLICE

BAR WITH •" x 1" SLOTTED

…" Ø Hex HEAD BOLT

LOCK WASHER AND Hex

BOLTED ALTERNATIVE

BOLTS WITH PLAIN AND

LOCK WASHERS & Hex

NUT

• …" Ø Hex HEAD

…" Max Clr

‰" CAP Â

…" Ø Hex HEAD BOLT

1" MESH. KNUCKLED SELVAGE

1.

2.

3.

4.

5.

6.

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

CHAIN LINK RAILING

TYPE 7

COUNTY ROUTE
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OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

THE ACCURACY OR COMPLETENESS OF SCANNED
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SEE NOTE 6

HOLES FOR …" Ø BOLT, SEE NOTE 6.

HANDRAILING (IF REQUIRED)

SEE "TUBULAR HANDRAILING"

TYPE 732SW
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For details and reinforcement not shown see Standatd Plan B11-54.
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